
40 (2x20) Gallon Compressor Wash Rig
(JMP/EH/D/0760/C400)
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A. T. JUNIPER (LIVERPOOL) Ltd.

This rig is all as per our rig JMP/EH/D/0760/C400 but for the
following modifications affecting rigs from and including 

serial number S2643:

Improved steering assembly and rear wheels

Stowage fitment added for delivery hoses

Various general parts list upgrades

•

•

•
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Description

Drawbar 
Washer, Bellville
Nipple, grease, 1⁄8” BSP
Pin, selok, 5⁄16” dia x 3” long
Castor assembly, steering
Wheel, 16” OD, 1” diameter bearings
Axle, castor
Nut, nyloc, 3⁄4” BSW 
Washer, 2” OD x 3⁄4” ID x 1⁄16”
Pin, tension, M4 x 26
Pin, tension, 3⁄32” dia x 7⁄8” long
Label, warning, traffolyte (front locking latch)
Axle, drawbar
Brake assembly, parking
Pin, split 3⁄16” dia x 2” long
M6 Nyloc nut
Stowage point
Delivery hose stowage bracket
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JMP/CFM6/C/6193
JMP/STD/A/6262

JMP/LUFT/D/4913
SM707
JMP/CFM56/B/4936/2

JMP/GE90/A/6257
JMP/LUFT/D/4916/2
JMP/LUFT/D/4916

JMP/031
JMP/EH/A/6829

Qty

1 
2
3
4
5
6
7
8
9
10
11
12
13
14
15
16
17
18

Item Part number

REVISED PARTS LIST
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Description

Adaptor
Adaptor 3⁄8” BSP x 1⁄4” NPT
Schrader charging valve
3⁄8” BSP Ball valve
M6 Hex set screw x 20mm
M8 Hex set screw x 20mm
M5 Cheese head set screw
M5 Star washer
M8 Hex set screw x 30mm
M8 Plain washer
M8 Nut
M8 Set screw x 40mm
M6 Hex bolt x 25mm long
M6 Nyloc nut
Sight glass disc
Sight glass ball float
M10 Hex bolt x 20mm long
M10 Spring washer
Pressure gauge

For charging valve item SM 297
Regulator H.P. outlet
Replaces DC48 valve - part ref:36
Manifold drain shut off valve
Used on hose support brackets
Used on mudguards/filter brackets
Sight glass guard
Sight glass guard
Filter
Filter and tank fixing
Filter and tank fixing
Tank fixing
Filler cap
Filler cap and hose support bracket
Improvement to S/G union bottom - part ref:45
Improvement to S/G - part ref:42
Delivery hose manifold
Delivery hose manifold
0-100PSI glycerine filled - replaces SM 198

JMP/GE90/A/4176
JMP/STD/A/6271
SM 297
SM 551

JMP/STD/6407/2
SM 756

SM 709

Remarks, finish etc.Part number
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UPGRADED PARTS LIST (NOT ILLUSTRATED)
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